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Data Loggers

A range of award winning data loggers, starting with Vu+ for Primary to V-Log in secondary education and universities.


Data Logging Range

	
V-Log - Secondary Data Logger

	
V-Hub - Sensor Link

	
Vu+ - Primary Data Logger






Sensors

A large range of cross curricular wired and wireless sensors designed for modern classroom learning.

Sensor Range

	
NEW - Wireless Bluetooth Sensors

	
Wired SmartQ Sensors

	
Vu+ Wired Sensors for Primary



Sensor Packs

	
NEW - Wireless Bluetooth Sensor Packs

	
Wired SmartQ Sensor Packs






Apps

The all new EasySense2 software, offering cross platform solutions for a modern classroom experience.

Cross-platform Software

	NEW - EasySense2 App
	Logger Config App





Accessories

Spare parts and data logging accessories to compliment your teaching and learning!

All Accessories

	General Accessories
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Dynamics System

Complete hands-on Dynamics system for your science lessons, our new wireless Dynamics system is coming soon.

Dynamics Systems

	NEW - Wireless Dynamics System
	NEW - Dynamics System
	SmartQ Dynamics System





Software

All the benefits of the EasySense Software working with Dynamics.

Cross-platform Software

	NEW - EasySense2 App
	Logger Config App





Accessories

Spare parts and accessories for the Dynamics systems.

All Accessories

	Accessories
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Control Interfaces & Accessories

	(Only £59) FlowGo Interface
	(Only £24) Learn & Go Interface
	(From £9) Control Accessories
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Teaching Materials

Cross-curricular teaching materials for Physics, Biology, Chemistry and Sports.

All Materials

	Primary Teaching Materials
	Secondary Teaching Materials





NEW - Online Learning

Learn more about using the Data Harvest products in the Primary & Secondary Academies.

All Online Videos

	Secondary Science Academy
	Primary Science Academy
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More Science

Choose from a range of 3rd party products that compliment data logging and enhance your classroom science experience.

Products

	Genecon Hand-held Dynamo
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Product Support

If you are expierencing any product problems contact our free support here:

Support Pages



Downloads

Download product manuals & firmware updates from the product specific pages, use the button below for legacy products.

Legacy Products



Special Offers

Our latest eNews and special offers can be found here:

Special Offers



Events

Workshops and exhibitions, find out where Data Harvest will be next:

Upcoming Events
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Colorimeter Sensor



The Colorimeter measures the amount of light penetrating a solution so can be used for investigations which result in a change in colour or opacity e.g. Beer’s law, enzyme kinetics and chemical rate of reaction experiments.
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Warranty & Support
All our sensors are supplied with 5 years warranty and lifetime support.












Measuring Colorimetry
It has two ranges: Transmittance (%T) - the amount of light being received referenced to the light sent and Absorbance (Abs) - the amount of light absorbed by the solution.

The light source in the Colorimeter is a white LED which has the advantage of not heating the solution being studied. This white light passes through a cuvette that contains the sample solution, some light is absorbed so the amount received by the photodiode is of lower intensity. A snap-shut lid prevents stray light entering the unit from the environment.
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Practical Teaching
The Colorimeter can be used to investigate a number of scientific experiments such as:

	Reaction kinetics
	Reaction kinetics of enzyme systems
	Rate of reaction with Thiosulphate and acid catalyst
	Beer Lamberts law (light absorbance vs. concentration)
	Population growth of micro-organisms
	Estimation of unknowns e.g. glucose concentration, manganese in paper clips
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Your Purchasing Options


For customers outside of the UK, please contact Data Harvest or an overseas distributor within your country.









	Product	
	
[image: Colour Filter Slides]
	
Colour Filter Slides

Order No. 3275SPP

	
[image: Cuvettes (Pack of 100)]
	
Cuvettes (Pack of 100)

Order No. 3321
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Downloads & Resources


All available downloadable product manuals and firmware for the Colorimeter Sensor








Product Manuals


 Download Colorimeter Sensor Manual | Version: 7
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Specification

	Ranges	2, Transmittance and Absorbance
	Transmittance Range	0 to 110% (Resolution 0.1%) 
	Absorbance Range	0.0500 to 1.0500 Abs
	Input impedance	1012 ohms, minimum





What's in the box

	1x Colorimeter Sensor
	4x Colorimeter Slides, Red, Green, Amber, Blue
	5c Cuvettes with lids


Other Information


Filters supplied are red (630nm), green (560nm), amber (600nm) and blue (470nm). Uses standard 4 ml capacity square cuvettes.
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